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EXISTING TO BE REMOVED. PATCH 
AND REPAIR

EXISTING TO REMAIN

GENERAL NOTES

1. DEMOLISH ALL SEALANT AND BACKER ROD AT ALL 
WALKWAYS ON SECOND AND THIRD DECKS. TO 
INCLUDE BETWEEN PLANKS AND FACE OF BRICK. 
SEE DETAILS 5 AND 6 ON AD501

2. DEMOLISH ALL EXPANSION JOINT MATERIAL AT ALL 
LOCATIONS. SEE DETAIL 7 ON AD501

GRAPHIC SCALE

02 4 8134

SCALE: 1/4"=1'-0"
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CONSTR. CONTR. NO.:

ISSUE DATE:

CONTRACTOR SHALL COMPLY AS FOLLOWS:

A. THE CONTRACTOR SHALL NOT RELEASE TO ANYONE OUTSIDE THE CONTRACTOR'S 
ORGANIZATION ANY UNCLASSIFIED INFORMATION, REGARDLESS OF MEDIUM (E.G., FILM, TAPE, 
DOCUMENT), PERTAINING TO ANY PART OF THE CONTRACT OR ANY PROGRAM RELATED TO THIS 
CONTRACT, UNLESS-

1. THE CONTRACTING OFFICE HAS GIVEN PRIOR WRITTEN APPROVAL; OR
2. THE INFORMATION IS OTHERWISE IN THE PUBLIC DOMAIN BEFORE THE DATE OF RELEASE.

B. REQUESTS FOR APPROVAL SHALL IDENTIFY THE SPECIFIC INFORMATION TO BE RELEASED, THE 
MEDIUM TO BE USED, AND THE PURPOSE FOR THE RELEASE. THE CONTRACTOR SHALL SUBMIT ITS 
REQUEST TO THE CONTRACTING OFFICER AT LEAST 45 DAYS BEFORE PROPOSED DATE FOR 
RELEASE.

C. THE CONTRACTOR AGREES TO INCLUDE A SIMILAR REQUIREMENT IN EACH SUBCONTRACT 
UNDER THIS CONTRACT. SUBCONTRACTORS SHALL SUBMIT REQUESTS FOR AUTHORIZATION TO 
RELEASE THROUGH THE PRIME CONTRACTOR TO THE CONTRACTING OFFICER.

DISCLOSURE OF INFORMATION

AS NOTED

PLAN NORTH

CEMS ENGINEERING

P. HARRIS/ R. LEONARD

M. SMITH

M. SMITH

REPAIR BEQ HP510

DEMOLITION ENLARGED CORE FLOOR
PLAN

AD401
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60023992

15153V

N40085-18-B-0042

05-18-0042

SCALE:  1/4" = 1'-0"

AD101

3
ENLARGED DEMOLITION THIRD FLOOR PLAN

DA1 DEMOLISH EXISTING DOOR AND FRAME COMPLETE. PREPARE OPENING FOR NEW DOOR AND
FRAME.

DA2 DEMOLISH EXISTING WINDOW AND FRAME. PREPARE OPENING FOR NEW WINDOW AND FRAME.

DA3 DEMOLISH EXISTING FLOOR FINISH COMPLETE. CLEAN AND PREPARE EXISTING CONCRETE SLAB
FOR NEW FINISHES.

DA7 DEMOLISH EXISTING EXTERIOR WALL FOR MECHANICAL LOUVER. COORDINATE WITH
MECHANICAL. SEE SHEET A-401 FOR DETAILS.

DA9 CLEAN AND PREPARE EXISTING CONCRETE MASONRY WALLS FOR NEW PAINT. PATCH ALL
DEFECTIVE AREAS PRIOR TO APPLICATION. SEE FINISH SCHEDULE.

DA15 DEMOLISH EXISTING PLUMBING FIXTURES AND TOILET ACCESSORIES, SEE PLUMBING.

DA20 DEMOLISH AND REMOVE EXISTING ROOF HATCH, PREPARE OPENING FOR NEW ROOF HATCH.

DA22 DEMOLISH FLOOR AS INDICATED FOR INSTALLATION OF NEW PLUMBING, FLOOR DRAIN AND
SLOPED FLOOR. COORDINATE WITH PLUMBING AND STRUCTURAL.

DA23 DEMOLISH EXISTING CONCRETE MASONRY WALL.

DA24 DEMOLISH PORTION OF EXISTING WALL; CLEAN AND PREP FOR NEW DOOR.

DA25 DEMOLISH EXISTING DOOR AND FRAME COMPLETE.

DA29 DEMOLISH EXISTING EXHAUST LOUVER COMPLETE AND PREPARE FOR INFILL.

DA41 DEMOLISH PORTION OF EXISTING WALL; CLEAN AND PREPARE FOR NEW LOUVER.

SCALE:  1/4" = 1'-0"

AD101

1
ENLARGED DEMOLITION FIRST FLOOR PLAN

SCALE:  1/4" = 1'-0"

AD101

2
ENLARGED DEMOLITION SECOND FLOOR PLAN
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EXISTING TO BE REMOVED. PATCH 
AND REPAIR

EXISTING TO REMAIN

GENERAL NOTES

1. DEMOLISH ALL SEALANT AND BACKER ROD AT ALL 
WALKWAYS ON SECOND AND THIRD DECKS. TO 
INCLUDE BETWEEN PLANKS AND FACE OF BRICK. 
SEE DETAILS 5 AND 6 ON AD501

2. DEMOLISH ALL EXPANSION JOINT MATERIAL AT ALL 
LOCATIONS. SEE DETAIL 7 ON AD501
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CONSTR. CONTR. NO.:

ISSUE DATE:

CONTRACTOR SHALL COMPLY AS FOLLOWS:

A. THE CONTRACTOR SHALL NOT RELEASE TO ANYONE OUTSIDE THE CONTRACTOR'S 
ORGANIZATION ANY UNCLASSIFIED INFORMATION, REGARDLESS OF MEDIUM (E.G., FILM, TAPE, 
DOCUMENT), PERTAINING TO ANY PART OF THE CONTRACT OR ANY PROGRAM RELATED TO THIS 
CONTRACT, UNLESS-

1. THE CONTRACTING OFFICE HAS GIVEN PRIOR WRITTEN APPROVAL; OR
2. THE INFORMATION IS OTHERWISE IN THE PUBLIC DOMAIN BEFORE THE DATE OF RELEASE.

B. REQUESTS FOR APPROVAL SHALL IDENTIFY THE SPECIFIC INFORMATION TO BE RELEASED, THE 
MEDIUM TO BE USED, AND THE PURPOSE FOR THE RELEASE. THE CONTRACTOR SHALL SUBMIT ITS 
REQUEST TO THE CONTRACTING OFFICER AT LEAST 45 DAYS BEFORE PROPOSED DATE FOR 
RELEASE.

C. THE CONTRACTOR AGREES TO INCLUDE A SIMILAR REQUIREMENT IN EACH SUBCONTRACT 
UNDER THIS CONTRACT. SUBCONTRACTORS SHALL SUBMIT REQUESTS FOR AUTHORIZATION TO 
RELEASE THROUGH THE PRIME CONTRACTOR TO THE CONTRACTING OFFICER.

DISCLOSURE OF INFORMATION

AS NOTED

PLAN NORTH

CEMS ENGINEERING

P. HARRIS/ R. LEONARD

M. SMITH

M. SMITH

REPAIR BEQ HP510

DEMOLITION ENLARGED CORE REFLECTED
CEILING PLANS

AD402

35 14315 MAY 2020

60023993

15153V

N40085-18-B-0042

05-18-0042

SCALE:  1/4" = 1'-0"

AD102

1

ENLARGED DEMOLITION FIRST FLOOR CORE
REFLECTED CEILING PLAN

SCALE:  1/4" = 1'-0"

AD102

2

ENLARGED DEMOLITION SECOND FLOOR
CORE REFLECTED CEILING PLAN

SCALE:  1/4" = 1'-0"

AD102

3

ENLARGED DEMOLITION THIRD FLOOR CORE
REFLECTED CEILING PLAN

DA10 DEMOLISH EXISTING CEILING AND SUSPENSION
SYSTEM.

DA11 DEMOLISH ALL EXISTING CEILING FINISHES. REMOVE
TEXTURED CEILING FINISH DOWN TO CONCRETE
SUBSTRATE. PATCH ALL DEFECTIVE AREAS PRIOR TO
APPLICATION. SEE FINISH SCHEDULE.

DA13 DEMOLISH EXISTING LIGHTING FIXTURE, SEE
ELECTRICAL.

DA17 DEMOLISH EXISTING GYPSUM CEILING AND FRAMING.
PREPARE FOR NEW GYPSUM CEILING.

DA20 DEMOLISH AND REMOVE EXISTING ROOF HATCH,
PREPARE OPENING FOR NEW ROOF HATCH.

DA23 DEMOLISH EXISTING CONCRETE MASONRY WALL.
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REMOVE ALL EXISTING 
CERAMIC TILE. GRIND 
AND PREP CMU FOR 
NEW WALL TILE.

REMOVE ALL EXISTING 
CERAMIC MOSAIC TILE, 
WATERPROOF 
MEMBRANE, CEMENT 
MORTAR AND SETTING 
BED

EXISTING 8" CMU 
TO REMAIN

FLOOR DRAIN TO BE 
REMOVED.

EXISTING CONCRETE 
TOPPING

SHOWER FLOOR TILE SETTING BED WATER 
PROOFING IS SUSPECT ACM. TEST SUSPICIOUS 
MATERIALS ENCOUNTERED DURING 
DEMOLITION.

CONSTRUCTION COST PROPOSAL SHALL 
INCLUDE COST FOR ABATEMENT OF 120 EACH. 
SHOWER PAN WATERPROOFING. 

EXISTING GLAZED MASONRY 
UNIT BASE WITH COVED TOE. 
CHIP / GRIND COVE FLUSH, 
PATCH WITH EPOXY MORTAR 
AND PREP FOR NEW TILE

EXISTING TO BE REMOVED. PATCH 
AND REPAIR

EXISTING TO REMAIN

GENERAL NOTES

1. DEMOLISH ALL SEALANT AND BACKER ROD AT ALL 
WALKWAYS ON SECOND AND THIRD DECKS. TO 
INCLUDE BETWEEN PLANKS AND FACE OF BRICK. 
SEE DETAILS 5 AND 6 ON AD501

2. DEMOLISH ALL EXPANSION JOINT MATERIAL AT ALL 
LOCATIONS. SEE DETAIL 7 ON AD501
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CONSTR. CONTR. NO.:

ISSUE DATE:

CONTRACTOR SHALL COMPLY AS FOLLOWS:

A. THE CONTRACTOR SHALL NOT RELEASE TO ANYONE OUTSIDE THE CONTRACTOR'S 
ORGANIZATION ANY UNCLASSIFIED INFORMATION, REGARDLESS OF MEDIUM (E.G., FILM, TAPE, 
DOCUMENT), PERTAINING TO ANY PART OF THE CONTRACT OR ANY PROGRAM RELATED TO THIS 
CONTRACT, UNLESS-

1. THE CONTRACTING OFFICE HAS GIVEN PRIOR WRITTEN APPROVAL; OR
2. THE INFORMATION IS OTHERWISE IN THE PUBLIC DOMAIN BEFORE THE DATE OF RELEASE.

B. REQUESTS FOR APPROVAL SHALL IDENTIFY THE SPECIFIC INFORMATION TO BE RELEASED, THE 
MEDIUM TO BE USED, AND THE PURPOSE FOR THE RELEASE. THE CONTRACTOR SHALL SUBMIT ITS 
REQUEST TO THE CONTRACTING OFFICER AT LEAST 45 DAYS BEFORE PROPOSED DATE FOR 
RELEASE.

C. THE CONTRACTOR AGREES TO INCLUDE A SIMILAR REQUIREMENT IN EACH SUBCONTRACT 
UNDER THIS CONTRACT. SUBCONTRACTORS SHALL SUBMIT REQUESTS FOR AUTHORIZATION TO 
RELEASE THROUGH THE PRIME CONTRACTOR TO THE CONTRACTING OFFICER.

DISCLOSURE OF INFORMATION

AS NOTED

PLAN NORTH

CEMS ENGINEERING

P. HARRIS/ R. LEONARD

M. SMITH

M. SMITH

REPAIR BEQ HP510

DEMOLITION ENLARGED SLEEPING ROOM
PLAN, RCP, AND ELEVATIONS

AD403

36 14315 MAY 2020

60023994

15153V

N40085-18-B-0042

05-18-0042

SCALE:  1/4" = 1'-0"

AD101

1

ENLARGED DEMOLITION SLEEPING ROOM
FLOOR PLAN

SCALE:  1/4" = 1'-0"

AD102

2

ENLARGED DEMOLITION SLEEPING ROOM
REFLECTED CEILING PLAN

DA1 DEMOLISH EXISTING DOOR AND FRAME COMPLETE. PREPARE OPENING FOR NEW DOOR AND FRAME.

DA2 DEMOLISH EXISTING WINDOW AND FRAME. PREPARE OPENING FOR NEW WINDOW AND FRAME.

DA3 DEMOLISH EXISTING FLOOR FINISH COMPLETE. CLEAN AND PREPARE EXISTING CONCRETE SLAB FOR
NEW FINISHES.

DA5 DEMOLISH EXISTING THINSET CERAMIC TILE FLOOR TILE, CERAMIC WALL BASE AND THRESHOLDS.
CLEAN AND PREPARE EXISTING CONCRETE SLAB FOR NEW PORCELAIN TILE INSTALLATION.

DA6 DEMOLISH EXISTING FLOOR DRAIN, SHOWER PAN, AND WATERPROOFING MEMBRANE COMPLETE.
PREPARE FLOOR FOR NEW SHOWER PAN AND FLOOR DRAIN COVER.

DA8 REMOVE EXISTING METAL LOCKERS.

DA9 CLEAN AND PREPARE EXISTING CONCRETE MASONRY WALLS FOR NEW PAINT. PATCH ALL DEFECTIVE
AREAS PRIOR TO APPLICATION. SEE FINISH SCHEDULE.

DA10 DEMOLISH EXISTING CEILING AND SUSPENSION SYSTEM.

DA11 DEMOLISH ALL EXISTING CEILING FINISHES. REMOVE TEXTURED CEILING FINISH DOWN TO CONCRETE
SUBSTRATE. PATCH ALL DEFECTIVE AREAS PRIOR TO APPLICATION. SEE FINISH SCHEDULE.

DA13 DEMOLISH EXISTING LIGHTING FIXTURE, SEE ELECTRICAL.

DA15 DEMOLISH EXISTING PLUMBING FIXTURES AND TOILET ACCESSORIES, SEE PLUMBING.

DA16 DEMOLISH EXISTING VANITY CABINET, INCLUDING, BUT NOT LIMITED TO: PORCELAIN SINK, PLUMBING
TRIM, PLASTIC LAMINATE COUNTERTOP, AND WALL MOUNTED MIRROR ABOVE.

DA17 DEMOLISH EXISTING GYPSUM CEILING AND FRAMING. PREPARE FOR NEW GYPSUM CEILING.

SCALE:  1/2" = 1'-0"

AD403

3

DEMOLITION SLEEPING ROOM EXTERIOR
ELEVATION

SCALE:  1 1/2" = 1'-0"4
TYPICAL SHOWER DEMOLITION

REVISIONS
SYM. DESCRIPTION DATE APPROVED



PATCH AND REPAIR AREAS OF SPALLED 
CONCRETE (TYPICAL CONDITION SHOWN) : 
CONTRACTOR SHALL CHIP AWAY ALL LOOSE 
CONCRETE UNTIL EXPOSING A SOUND 
SUBSTRATE IN THE SPALL AREA.

CONTRACTOR SHALL POWER WIRE BRUSH 
EXPOSED REBAR, REMOVING ALL RUST.

PATCH AREA WITH EPOXY CONCRETE PATCHING 
COMPOUND, APPLY A FINISH TO MATCH EXISTING 
ADJACENT AREAS IN PLANE AND TEXTURE.

SEE SPECIFICATION 03 01 30.71 CONCRETE REHABILITATION

TYPICAL 60 LOCATIONS

± 1/2"

±
 1

 1
/4

"

REMOVE EXISTING SEALANT 
AND BACKER ROD. PREPARE 
SURFACES FOR NEW SEALANT 
AND BACKER ROD. TYPICAL 
ENTIRE BUILDING PERIMETER 
AT SECOND AND THIRD DECK 
BALCONY WALKWAYS

REMOVE COPING, TO INCLUDE, 
CONTINUOUS CLEAT, ALUMINUM 
CAP FLASHING, 2X4 WOOD 
NAILER AND ANCHORAGE, 
BRASS FASTENERS

PATCH AND REPAIR AREAS OF 
SPALLED OR CRACKED CONCRETE 
(TYPICAL CONDITION SHOWN): 
CONTRACTOR SHALL CHIP AWAY 
ALL LOOSE CONCRETE UNTIL 
EXPOSING A SOUND SUBSTRATE IN 
THE SPALL AREA.

CONTRACTOR SHALL POWER WIRE BRUSH 
EXPOSED REBAR, REMOVING ALL RUST.

PATCH AREA WITH EPOXY CONCRETE 
PATCHING COMPOUND, APPLY A FINISH TO 
MATCH EXISTING ADJACENT AREAS IN 
PLANE AND TEXTURE. SEE SPECIFICATION 
03 01 30.71 CONCRETE REHABILITATION

TYPICAL 10 LOCATIONS

EXISTING 8" CMU WALL

EXISTING PRECAST 
HOLLOW CORE 
SLAB

EXISTING LADDER 
TO REMAIN

REMOVE EXISTING 
ATTIC ACCESS HATCH 
COMPLETELY, DOWN TO 
EXISTING CONCRETE 
ROOF DECK

MID-WALL MASONRY 
CRACKING

REMOVE BROKEN BRICK. 
REPLACE WITH FULL SIZE 
UNITS TO MATCH EXISTING 
COURSING PATTERN.

EXPANSION JOINT

MASONRY CRACKING

REMOVE BRICK MASONRY 
WHERE CRACKING OCCURS 
AT EXPANSION JOINT BEAM 
AND REPLACE WITH NEW 
BRICK MASONRY AND 
MORTAR TO MATCH 
EXISTING BRICK MASONRY 
AND MORTAR.

±
 1

 1
/4

"

REMOVE EXISTING SEALANT 
AND BACKER ROD. PREPARE 
SURFACES FOR NEW 
SEALANT AND BACKER ROD
TYPICAL ALL JOINTS IN 
PRECAST CONCRETE 
BALCONY WALKWAYS

REMOVE 
SEALANT

REMOVE 
BACKER ROD

3"3"

SCALE: 6"=1'-0"

02 1

0

SCALE: 1 1/2"=1'-0"

11
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CONSTR. CONTR. NO.:

ISSUE DATE:

CONTRACTOR SHALL COMPLY AS FOLLOWS:

A. THE CONTRACTOR SHALL NOT RELEASE TO ANYONE OUTSIDE THE CONTRACTOR'S 
ORGANIZATION ANY UNCLASSIFIED INFORMATION, REGARDLESS OF MEDIUM (E.G., FILM, TAPE, 
DOCUMENT), PERTAINING TO ANY PART OF THE CONTRACT OR ANY PROGRAM RELATED TO THIS 
CONTRACT, UNLESS-

1. THE CONTRACTING OFFICE HAS GIVEN PRIOR WRITTEN APPROVAL; OR
2. THE INFORMATION IS OTHERWISE IN THE PUBLIC DOMAIN BEFORE THE DATE OF RELEASE.

B. REQUESTS FOR APPROVAL SHALL IDENTIFY THE SPECIFIC INFORMATION TO BE RELEASED, THE 
MEDIUM TO BE USED, AND THE PURPOSE FOR THE RELEASE. THE CONTRACTOR SHALL SUBMIT ITS 
REQUEST TO THE CONTRACTING OFFICER AT LEAST 45 DAYS BEFORE PROPOSED DATE FOR 
RELEASE.

C. THE CONTRACTOR AGREES TO INCLUDE A SIMILAR REQUIREMENT IN EACH SUBCONTRACT 
UNDER THIS CONTRACT. SUBCONTRACTORS SHALL SUBMIT REQUESTS FOR AUTHORIZATION TO 
RELEASE THROUGH THE PRIME CONTRACTOR TO THE CONTRACTING OFFICER.

DISCLOSURE OF INFORMATION

AS NOTED

CEMS ENGINEERING

P. HARRIS/ R. LEONARD

M. SMITH

M. SMITH

REPAIR BEQ HP510

DEMOLITION DETAILS

AD501
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05-18-0042

SCALE:  1 1/2" = 1'-0"2
TYPICAL SPALLING CONCRETE REPAIR

SCALE:  6" = 1'-0"5
TYPICAL WALKWAY/BLDG JOINT DEMOLITION

SCALE:  1" = 1'-0"1
ROOF PARAPET CONDITION

SCALE:  1" = 1'-0"

AD101

4
ROOF ACCESS HATCH

SCALE:  1 1/2" = 1'-0"3
TYPICAL BRICK MASONRY REPAIR

SCALE:  6" = 1'-0"6
TYPICAL WALKWAY JOINT DEMOLITION

SCALE:  1 1/2" = 1'-0"7
TYPICAL EXPANSION JOINT DEMOLITION

REVISIONS
SYM. DESCRIPTION DATE APPROVED


